
For operation on oil or gas, one of the following is Specifications
required: 

-Double-swing door 
- Burner plate and conversion plate 
In addition, the boiler is available with the following 

options: 
- Tankless coil for domestic hot water 
-Coal grates for burning coal or coke 
The boiler is shipped on a pallet and has a lifting ring 

on top for ease of handling. The jacket and controls are 
packaged separately. 

Construction 
The steel plate used in the MB-Solo boiler is unusually 

heavy. All plate that is exposed to flue gasses is over '14" 
in thickness. We invite comparison of the MB-Solo's total 
weight to that of any similar product. 
Insulation fully lines the jacket, which is finished in an 
attractive orange-red enamel. 

S-Year Limited Warranty 
The HS Tarm Type MB-Solo has a limited warranty, a 

copy of which is provided with the boiler and is available 
from your dealer. 

For more detailed information in connection with the 
HS Tarm Type MB-Solo, please read the OPERATING 
AND INSTRUCTION MANUAL that accompanies the 
boiler and is available from your dealer. 

Cross Section Cross Section
 
oil or gas combustion solid fuel operation
 

Type MB-Solo JO 40 55 75 
Gross Output-Wood Btu/hr 
Gross Output-Oil Btu/hr 
Domestic Hot Water Output (Wood)GPM 
Width (B) in 
Length (D) in 
Width of Firebox in 
Length of Firebox In 
Distance (C) in 

1 Return in 
2 Flow in 
4 Tapping for Tridicator in 
5 Tapping for Aquastat in 
10 Extra Tapping in 
11 Flue Outlet (0.0.) in 
14 Hot Domestic Water in 
15 Cold Domestic Water Supply in 
16 Extra Tapping in 
18 Boiler Drain Tapping in 
20 Tapping for Draft Regulator in 
21 Extra Tapping in 
23 Tapping for Overheat Control in 
24 Preheated Secondary Air Control 
26 Preheated Secondary Air Manifold 
27 Vent Tapping in 

Door Size in 
Water Capacity Gal 
Weight·Boiler w/jacket tb 
Pressure, Test-Boiler psi 
Pressure Test-Coil psi 
Minimum Flue Size in 
Minimum Chimney Height ft 
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120,000 
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All specifications are subject to change without notice. 
The responsibility for determining compliance with local and state codes is the obligation of the 
dealer. 
Note: Adequate chimney draft is required for proper operation of all wood-fired boilers. Please observe 
minimum chimney requirements in the table above. 

Tekton Corporation 
Conwa)'; MA 01341 (413)369-4367 HS HS·TARm 

The Type MB·Solo boiler is approved by the Energy Testing Laboratory (Portland, Maine) and the Massachusetts Fire Marshal's Office. 




