
The boiler body is shipped on a pallet and has a lifting 
ring on top for ease of handling. The jacket and controls 
are packaged separately from the boiler body. 

Construction
 
The steel plate used in the Type OT boiler is unusually 
heavy. All plate that is exposed to flue gasses is over '/4" 
in thickness. Insulation fully lines the jacket, which is 
finished in an attractive orange-red baked enamel. 

I-Year Limited Warranty 
This boiler has a limited warranty, a copy of which is 
provided with the boiler and is available from your dealer. 

For specific information in connection with the OT Series 
boilers, read the OPERATING AND INSTRUCTION 
MANUAL that accompanies the boiler and is available 
from your dealer. 

Specifications 

TYPE OT·28S OT·35S OT·50S OT·70S 

Gross Output-Oil Btu/hr 112,000 140,000 200,000 280,000 
Gross Output-Wood Btu/hr 72,000 112,000 140,000 196,000 
Max. Hot Water Output GPM 2.3 2.8 4.0 5.7 
Output with 3 Elect. Heaters KW 15 21 21 27 
Width (B) in 35 3,4 39'1> 46 3/, 46 3,4 

Depth in 24 3,4 30 30 39'1> 
Length of Wood Chamber in 15'1> 21'1> 21 V, 31 
Width of Wood Chamber in 7 3,4 10'1> 13'1, 13 'I, 
Wood Loading Door in 7Xl0 10x12 10x12 10x12 
Height up to Middle of Flue Outlet (H) in 38'1> 38 37'1> 37'1> 
Distance (C) in 24 24'1> 25 25 

1 Return in 1V, 1'1, 1 'I, 1,/, 
2 Flow in 1'1, 1'1, 1 'I, lV, 
4 Tapping Triple Hot Water Control in 3/, 3/, 3/, 31. 

5 Tapping for Tridicator 
10 Extra Tapping 

in 
in 

3,4 

V, 
3/, 

V, 
3/, 
,/, 

31. 

'I> 
11 Flue Outlet (Outer Diam.) (D) in 6 6 6 8 
14 Hot Domestic Water in 3,4 31. 3,4 3,4 

15 Cold Domestic Water Supply in 3,4 31. 3,4 3,4 

16 Extra Tapping In 1V. 1'1, 1 '/, 1'1> 
18 Boiler Drain Tapping in 1 1 1 1 
20 Tapping for Draft Regulator in 3,4 3J. 3,4 3,4 

21 Vent Tapping in 'I> V, 'I> 'I> 
22 Electric Element Tapping in 2 2 2 2 

Water Capacity-Boiler w/Coil Gal 73'1> 76 91 130 
Weight Boiler with Jacket Ib 946 1089 1444 1800 
Pressure Test-Boiler psi 72 72 72 72 
Pressure Test-Hot Water Coil psi 250 250 250 250 
Minimum Flue Size in 8X8 8x8 8x8 8x12 
Minimum Chimney Height ft 20 20 20 20 

CROSS SECTION TYPE OT-50S, OT-70S
 

All specifications are subject to change without notice_ 

The responsibility for determining compliance with local and 
state codes is the obligation of the purchaser. 

Note: Adequate chimney draft is required for proper operation of 
all wood-fired boilers. Please observe minimum chimney 
requirements in the table above. REAR VIEW 
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The Type OT-Solo boiler is approved by the Energy Testing Laboratory (Portland, Maine) and the Massachusetts Fire Marshal's Office. 


